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KEY TECHNOLOGY

Category 3 
Protection

Particulate 
Protection

Chemical Splash 
Protection

Anti-Static

Biological 
Protection

Radioactive 
Protection

Hybrid Substrate 
Technology 
(HST)

2 Way Zipper

Reflective Tape 
DMP16T & 
DMPHVR16

Hi Vis 
DMPHVR16

•	 Highly breathable and water resistant

•	 Elasticised hood, wrists, waist & ankles

•	 Optimum strength and tear resistance

•	 3 panel hood

•	 2 way zipper

•	 Lint free

•	 Storm flap with a tape seal

•	 Abattoirs

•	 Aerospace

•	 Asbestos Removal

•	 Cleanroom

•	 Construction

•	 Food Processing

•	 Insulation

•	 Laboratory

•	 Maintenance

•	 Medical

•	 Mining

•	 Oil & Gas

•	 Painting

•	 Pesticide Spraying   

FEATURES

AREAS OF APPLICATION
COLOUR OPTIONS

White DMP16

White + Reflective Tape DMP16T

Hi Vis Orange + 
Reflective Tape

DMPHVR16

1 per poly bag 
50 per carton

Carton Dimensions:
570 x 240 x 480mm 
Gross Weight: 10kg

PACKAGING

EN ISO 13982-1:04 +
A1:10

BMP: 767285 

EN 13034:05 + A1:09
BMP: 767285

EN 1149-5:18
BMP: 767286

EN 1073-2:02 CLASS 2
BMP: 767286

HAZARDOUS SOLID
PARTICULATES

PROTECTION

SPLASH
PROTECTION

ELECTROSTATIC
PROPERTIES

BIOLOGICAL
PROTECTION

RADIOACTIVE
PROTECTION

CATEGORY 3
PROTECTION LEVEL

EN 14126:03 + AC:04
BMP: 770557

Part No: DMP16

EN ISO 13688:13

SIZING

S - 4XL (Larger sizes available by special order)

EN ISO 13982-1:04
+ A1:10

BMP: 767285

EN 13034:05 + A1:09
BMP: 767285

EN 1149-5:18
BMP: 767286

EN 1073-2:02 CLASS 2
BMP: 767286

HAZARDOUS SOLID 
PARTICULATES

PROTECTION

SPLASH
PROTECTION

ELECTROSTATIC
PROPERTIES

RADIOACTIVE
PROTECTION

CATEGORY 3
PROTECTION LEVEL

EN ISO 13982-1:04
+ A1:10

BMP: 767285

EN 13034:05 + A1:09
BMP: 767285

EN 1149-5:18
BMP: 767286

EN 1073-2:02 CLASS 2
BMP: 767286

HAZARDOUS SOLID 
PARTICULATES

PROTECTION

SPLASH
PROTECTION

ELECTROSTATIC
PROPERTIES

RADIOACTIVE
PROTECTION

CATEGORY 3
PROTECTION LEVEL

STANDARDS & 
CERTIFICATIONS


